
Savannah Porch Post 
Assembly & Installation Instructions

Kit Components:  

6” x 6” x 108” Structural Recessed Panel Post w/plates and screws 
8” x 8” x 38” Recessed Panel Post
Trim Set containing the following:

•	 8” Trim Base
•	 8” Mid-Trim w/6” Hole
•	 6” Top Trim 
•	 (8) Qty. Poly Blocks 
•	 Pack of (8) screws 

Step 1:  

After removing the posts from their boxes, lay the 6” post on sawhorses or a flat 
surface.  Cut your post to the length you need (taking off the top if you need a shorter 
post).  Then slip the 8” post over top the 6” post. 
   
 
 
Step 2:  

Step 3:  

Step 4:  

Step 5:  

Step 6:  

Position 4 of the poly blocks at the top of the 8” post and the 6” post by wedging 
them together with the shorter pieces in between the longer pieces (as seen in Figure 
2). Repeat at the bottom of the 8” post.  Note: If the blocks do not hold adequately 
you can try applying glue between the blocks and the 8” posts.  Do not glue between 
the blocks and the 6” post!   

Slip 8” Base Trim over 8” post.  Then place the 8” Middle Trim with the 6” hole over 
the 6” post, then slip the 6” top trim over the post. 

Once the glue has dried, push the entire 8” post assembly up from the bottom of the 
6” post several inches to allow you to fasten the bottom plates. 

Place the top and bottom plates onto the 6” post.  Raise roof or ceiling approximately 
1/16” - 1/8” then position post in place.  Turn post 1/8” turn (as shown in Figure 3).  
Fasten top plate with (4) #10 x ½” S.S. screws.  Fasten bottom plates with (4) ¼” x 1 
¾” Tapcon™ screws.  Use (4) #10 x 1½” S.S. screws to fasten bottom plate to wood 
floor.  (#14 x 4” screws are supplied for use in uplift support).  Turn post back to its 
proper position on plates and lower roof.  

Push the 8” post assembly back down to its proper position.  Then fasten the 6” Top 
Trim in place with the #8 x 2” screws supplied with the Trim Set.  Figure 3
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Note: Additional #8x2 screws are supplied if you decide you want to fasten the 8” 
post to the 6” post .  This can be done either at the top or bottom of the 8” post where 
the trim will cover the screws. 339_SPP_08022011


